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Menu and settings
In standby mode, press and hold the menu icon for 3 seconds to access the settings.

Temperature settings:

- After entering the menu, press the “MENU" icon to enter the temperature settings, you
can press “+" or "-" to adjust the coffee temperature.

- Automatic shut-off setting.

- After entering the menu, press "MENU" twice to enter the automatic shut-off setting. You

can press “+" or “-" to select the time, it can be set to 0.5h, 1h, 2h.... until 24h.

Start-up settings
After entering the menu, press the “MENU" icon 3 times to enter the start-up settings, this
function is only for professionals or customer service staff.

Manufacturing information
After entering the menu, click on the “MENU" icon 5 times and you will be able to check the
manufacturing information such as date and batch number.

Warnings and cautions
I. Empty coffee bean container

When the tank icon lights up, it means that the bean container is empty. Fill up the tank.

2.

3. Double coffee

4. When the double coffee icon "x2" lights up, the double coffee function is activated. The
machine will brew two coffees at the same time with this function.

5. The machine will not brew the second coffee if the bean container runs empty during the
preparation of the first coffee.

6. Open panel

7. When the side cover icon lights up, it means that the right-side cover is open: close it.

8. Empty water tank

9. When the water tank icon lights up, it means that the water tank is empty or low on

water: fillit up.
10. Pressing unit not installed

I'l. When the pressing unit symbol lights up, it means that the pressing unit is not installed:

installit.

12. Coffee residues tank

13. When the waste-holding tank icon lights up, it means that the waste-holding tank is
not properly positioned or installed, or that it is full and needs to be emptied. Empty the
coffee grounds container every 8 cups of coffee.

14. Descaling

15. When the descaling icon lights up, it means that the machine needs to be descaled. See
the “descaling” instructions in the “Cleaning and maintenance" section.
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16. Warning of water shortage in the internal pipeline

7. When the no water in internal pipe icon (FIGURE 5) is lights up on the control panel, it
means that there is a shortage of water in the brewer's internal pipe. Make sure that
there is water in the tank and that it is properly installed. Press the “"EXIT" button to
restart the water pump and expel the air accumulated in the internal pipes.

4. CLEANING AND MAINTENANCE

Cleaning/rinse

I. Adjust the height of the coffee spout and place a cup underneath.

2. Touch the rinse button for 3 seconds to start cleaning/rinsing. This function uses about
60 ml of water and ends automatically after cleaning is completed. It is used to remove
possible coffee residues in the pipes.

Dismantling parts for cleaning

Fig. 4

I. Pullthe water tank upwards by grasping it at the back and guide it out.

2. Pullthe cover on the right side until it is removed.

3. Press the blue arrow at number 3 and pull the brewing unit outwards for cleaning.

4. The drip tray can be removed for cleaning by pulling it outwards. Inside you will see the

coffee grounds and all the coffee residues that have accumulated over time. You can
use the plastic brush to clean everything. Afterwards, dry it before placing it back in the
machine.

ATTENTION: When reinstalling the brewing unit, a snapping noise will be heard; if you do not
hear it, disassemble the unit again and reinsert it.

ATTENTION: Check whether the water tank is at the same level as the top of the machine, so
that it is positioned correctly. If this is not the case, push the water tank down until it clicks
into place.

Daily maintenance

Daily maintenance is important to extend the lifespan of the coffee machine and to always
produce good tasting coffee.
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Components

Maintenance

Brewing unit

Remove the brewing unit and wash it under running water from
the top, remove the coffee grounds from the surface of the
plunger filter. Clean the processing unit by hand every 3 days.
Do not wipe lubricating oil from the bottom and centre of the
processing unit. Do not wash it in the dishwasher.

Drip tray and
waste container

Remove the drip tray and the waste container after each use,
rinse under running water and wipe clean with a cloth.
Clean them at least every two days.

container/grinder

Water tank Rinse the tank under running water every 3 days.
Clean the coffee bean container weekly. Use a soft, dry cloth to
Coffee bean wipe oil/coffee grounds from the inside.

If a large amount of coffee oil has remained in the coffee bean
tank, it means that a large amount of oil could be inside the
grinder: clean it.

To clean the bean container and the grinder, you can use a
grinder cleaner for coffee machines: place the cleaner inside the
container and brew an espresso with the maximum amount of
coffee.

Then remove the brewing unit and manually clean the residues
inside.

Ground coffee
groove

Open the right panel, remove the brewing unit, and clean the
ground coffee channel with a soft cloth on a weekly basis.

Descaling

A. Pour the descalcifier into a container with clean water and wait for it to dissolve

completely.

B. Press and hold the menu icon and the standby mode will display the descaling icon.
Take out the water tank, pour the descaling product into it and add clean water until the

Once emptied, remove the water tank, and add clean water.
Press OK icon again and the machine will start the washing cycle.

C.
tank is completely full.
D. Pressthe OKicon to start descaling.
E.
F.
G.

After the washing cycle has finished, the machine will return to the standby mode.
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Sealing rings are included with the coffee machine and brushes for replacing them in case
of wear. When they are replaced, you will notice unwanted coffee or water leaks. To replace
them, you can use any pointed tool to remove the old ones and place the new ones exactly in

the same position.

Cleaning the milk outlet

A metal brush specially designed for cleaning the milk outlet holes is included with the
brewer, the plastic brush, and the sealing rings, as the milk can dry out relatively easily and

clog the spout.

5. TROUBLESHOOTING

In the event of a fall or malfunction, unplug the appliance immediately from the mains socket.
If the appliance experiences a mechanical failure, please contact Cecotec's Technical Support
Service. If the problem persists, contact only authorised technicians, the supplier, or the

dealer.
No. Problem No. | Possible cause Solution
1 The control Fill the water tank and insert
paneldisplay 11 | The water tank is empty. | it into the machine.
:hol\(/v.s the water When the machineisin
ankicon. Itis necessary to standby mode:
1.2 | calibrate the water level | 1.- Remove the water tank.

sensor.

2.- Remove the sticker from
the reset button on the
water level sensor located
on the corner of the tank
housing. Then press and
hold the reset button for 6
seconds.

3.- Unplug the coffee
machine.

4.- Plug in and switch on
the brewer after 10 seconds.
Insert the tank once it has
been filled.
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2 The display 2.1. | The water tank is not Install the tank properly
shows a square installed correctly. inside the coffee machine.
of dashed lines Push the bottom side all the
(FIGURE 5) and way in.
the machine 2.2 | No water flows through | Open the rear panel and
dF>es not the pump. inject water into the water
dispense water.

pump.
2.3 | Theinternal piping is Please contact Cecotec’s
blocked. Official Technical Support
Service.

3 The display 31 Please contact Cecotec's
shows a square The water flow meter Official Technical Support
of dashed lines wires are coming loose. | Service.

(FIGURE 5), or the water flow meter
pressing the is broken.

EXIT button will

drain the water,

but the warning

cannot be

removed.

41 | Grinding too fine. Turn the grind level knob
to obtain a coarser ground
coffee.

" After filling the Increase the grinding level or

. 4.2 | container with dark contact Technical Support.
Watery/light )
roasted or oily coffee
coffee. beans, the grinder
blades are sticky, and
the coffee is not ground.
Remove damp coffee beans,
Residues and wet coffee | clean the container and add
4.3 | beans block the grinder. | the coffee bean cleaner.
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No. Problem Num | Possible cause Solution
Install the tank securely inside
51 The water tank is not the coffee machine.
installed correctly.
5
No coffee 52 Filter blocked. Clean or replace the filter.
comes out.

53 The internal piping of Descale the coffee machine
the coffee machine is If this does not solve the
blocked. problem, contact Cecotec's

Official Technical Support
Service.
6.1 Grinder blocked by
foreign objects. Remove foreign objects from
the grinder.
6 Th ind The grinder cables are Please contact Cecotec's
egrinder 1 g5 loose. Official Technical Support
does not .
Service.
work.
Please contact Cecotec’s

6.3 The grinder motor is Official Technical Support
broken. Service.

Please contact Cecotec's

71 The transformer is Official Technical Support

7 The broken. Service.
prg:zssmg ¢ Please contact Cecotec's
unitdoesnot | 55 The microswitch is Official Technical Support
work. .
broken. Service.

6. TECHNICAL SPECIFICATIONS

Product reference: 01598 / 01478/ 01543 / 01800
Product: Cremmaet Compactccino Super-automatic Coffee Machine Black
Rated Power: 1100 - 1350 W (Coffee)

Voltage: 220-240V
Frequency: 50/60 Hz
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Technical specifications may change without prior notification to improve product quality.
Made in China | Designed in Spain

7. DISPOSAL OF OLD ELECTRICALAND ELECTRONIC APPLIANCES

This symbol indicates that, according to the applicable regulations, the
product and/or batteries must be disposed of separately from household
waste. When this product reaches the end of its shelf life, you should
dispose of the cells/batteries/accumulators and take them to a collection
— point designated by the local authorities.

Consumers must contact their local authorities or retailer for information concerning the

correct disposal of old appliances and/or their batteries.

Compliance with the above guidelines will help protecting the environment.

8. TECHNICAL SUPPORT AND WARRANTY

Cecotec shall be liable to the end user or consumer for any lack of conformity that exists at
the time of delivery of the product under the terms, conditions, and deadlines established by
the applicable regulations.

It is recommended that repairs be carried out by qualified personnel.

If at any moment you detect any problem with your product or have any doubt, do not
hesitate to contact the Cecotec's Official Technical Support Service at +34 963 210 728.

9. COPYRIGHT

The intellectual property rights over the texts in this manual belong to CECOTEC
INNOVACIONES, S.L. All rights reserved. The contents of this publication may not, in whole or
in part, be reproduced, stored in a retrieval system, transmitted, or distributed by any means
(electronic, mechanical, photocopying, recording or similar) without the prior authorization of
CECOTEC INNOVACIONES, S.L.
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